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FAP 666 (NINTH STREET)

*STA. 11+71.80 TO STA 18+55.00
(MADISON STREET TO WASHINGTON STREET)
««STA. 18+55.00 TO STA. 31+3L00
(WASHINGTON STREET TO CAPITOL AVENUE)
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¢ FAP 666 (NINTH STREET)
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FAP 666 (NINTH STREET)

STA. 0+80.00 TO STA 12+61.50
(CAPITAL AVENUE TO COOK STREET}

STA, EO. 31+31.00 BK = 0+80.00 AH

EXISTING LEGEND PROPOSED LEGEND

f1) EXISTING BITUMINOUS CONCRETE OVERLAY (11} EXISTING PCC SIDEWALK 121} EXISTING BITUMINOUS RESURFACING 3” () PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH

3 =\ EXISTING BITUMINOUS CONCRETE SURFACE . " PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE

2\ na 192V .

2} EXISTING LEVELING BINDER 12 COURSE, MIX “E”, CLASS 1, TYPE 2, 1y~ &% FEXISTING BRICK PAVEMENT +3 @ WS N (XTI

f3) EXISTING BRICK COURSE 13} EXISTING BITUMINOUS RESURFACING, 1'%~ 23" EXISTING CONCRETE BASE 16" (3) PROPOSED LEVELING BINDER (MACHINE METHOD), NTO ¥4 : R385 T0 BE REMOVED

12} EXISTING SAND CUSHION 1” 114} EXISTING P.C.C. PAVEMENT, 8" 24) EXISTING BRICK 25" (4) PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT

t5) EXISTING CONCRETE BASE COURSE 7" (15\ EXISTING P.C.C. PAVEMENT, 10" 125\ EXISTING BRICK +3%" (5) PROPOSED INCIDENTAL HOT-MIX ASPHALT SURFACING REVISTONG

i g X NANE BATE ILLINOIS DEPARTMENT OF TRANSPORTATION

"6/‘ EXISTING CONCRETE BASE COURSE ’\16) EXISTING CONCRETE CURB AND GUTTER ’gG}‘ EXISTING SAND %3/4”

>, ;v EXISTING BRICK PAVEMENT o W

¢ EMSTIN CSTWIION COMRETE B & 15, OV 5" CONG ahse £ Basin s an TYPICAL SECTIONS

8} GUTTER TYPE B-6.24 (MODIFIED) 18' EXISTING 4" GRANULAR SUB-BASE 28\ EXISTING P.C.C. CONCRETE WIDENING 7" FAP 666 (I-55 BUS. LOOP - NINTH STREET)

19} EXISTING EXPANSION TIE ANCHORS 3/4 * /19 EXISTING CONCRETE CURB 129" EXISTING P.C.C. SIDEWALK, 4

- - ~ VERT. NONE

/10! EXISTING » 4 TIE BARS 120" EXISTING BITUMINOUS RESURFACING £2z /30! EXISTING RAIL : SCALE: s MO DRAWN BY  BDS
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